
 

CONDUIT ENTRANCE (TYP)

SPLICE CLOSURE

(MOUNTED IN RACK)

CONDUIT ENTRANCE

CABLES (THREE SIDES)

HOOKS FOR FIBER

APPROVAL BY THE ENGINEER PRIOR TO INSTALLATION.

5.

1
4
"

SIDE VIEW

8
"

18" (MIN)12"

MANHOLE

FRONT VIEW

TOPTOP

SPLICE

CLOSURE CABLE SUPPORT

6" LONG

MANHOLE

ALL FIBER MUST BE LABELED PER PROJECT DETAIL SHEETS.

CONDUIT ENTERING MANHOLE SHALL NOT DEFLECT BY MORE

THAN THE MANUFACTURER’S RECOMMENDATIONS FROM THE

BACKBONE CABLE AND FIBER OPTIC LATERAL CABLE TO BE COILED

CABLES ARE TO BE CUT TO

3.

4.

PLACE ON CABLE MANAGEMENT

BE SEALED (TYP)

ALL CONDUIT TO

SPLICE CLOSURE

BE COILED AND

IN EACH MANHOLE.

NOTES:

1.

COILING OF FIBER INSIDE MANHOLE (TOP VIEW)

SPLICE CLOSURE

(MOUNTED ON RACK)

PLACE CABLE STRAPS

FIBER CABLES ENTERING

SPLICE CLOSURE

LATERAL CABLE TO CABINET

LABEL CABLES AND

TO SECURE CABLES

EXCESS CABLE ARE TO

SPLICE CLOSURE AND

OUTGOING FIBER

OPTIC CABLE

TO SPLICE CLOSURE

FIBER OPTIC

CABLE HOOKS

(TYP)

FOR ALL EXISTING MANHOLES, FIBER MANAGEMENT HARDWARE SHALL BE PAID FOR

WITH FIBER OPTIC CABLE, NO ADDITIONAL PAYMENT SHALL BE MADE.

INCOMING FIBER

OPTIC CABLE

LATERAL CABLE TO CABINET LATERAL CABLE TO CABINET

2.

STEP 1

BRINGING FIBER CABLE INTO MANHOLE

STEP 2

SPLICE PROCEDURE CLOSURE AND CABLE MANAGEMENT

OUTGOING FIBER

OPTIC CABLE

INCOMING FIBER

OPTIC CABLE OUTGOING FIBER

OPTIC CABLE

INCOMING FIBER

OPTIC CABLE
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(Traffic Management Systems)
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PROPER LENGTH AND SPLICED.

ITS MANHOLE - CABLE MANAGEMENT DETAIL (TOP VIEW)

ITS MANHOLE - INTERIOR CABLE MANAGEMENT HARDWARE DETAIL (SIDE VIEW)

TRACER
BALL

ALIGNMENT PRECEDING OR FOLLOWING MANHOLES.

SEE PROJECT SPECIFICATIONS FOR THE QUANTITY OF BOTH FIBER OPTIC

THE CONTRACTOR SHALL PROVIDE SUBMITTALS FOR ALL CABLE MANAGEMENT INCLUDING

HOOKS, RACKS, FASTENERS, ANCHORS, AND STRAPS FOR USE INSIDE MANHOLES FOR

CABLE MANAGEMENT

HOOKS

STEP 3

ACCESS LADDER

6. ACCESS LADDER SHALL BE REMOVABLE AND ENGINEERED TO SUPPORT 300 POUNDS. 

ANCHOR BOLTS

LADDER SUPPORT

REMOVABLE
LADDER

BOLTS FOR LADDER SUPPORT SHALL BE EITHER EPOXIED INTO 

CONCRETE OR BY USE OF EXPANSION ANCHORS.

Top View (Typical)


